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                      BS CR6-PS AA 
 
 
 

 
 
BS CR6-PS AA, pocket sealer  
 

BS CR6-PS AA is a battery operated sealing unit 
for PVC, PVC/EVA and EVA-tubes, blood bag 
tubes and sets for plasmaferes . It uses NiMh  with 
a capacity of more than 500 seals. It is made for 
mobile use and is easy to carry hanging on your 
shoulder, or in your pocket. 
 

BS CR6-PS AA is comprised of 4 units: 
• Sealing handle with 2,3 m coax cable. 
• Power unit with batteries, Rf generator and a control 
unit monitored by microprocessor 
• Carrying strap. 
• Battery charger. 

Technical data: 
Batteries: 
Effect consumption:  
Sealing time: 
Frequency: 
Output effect: 
Dimensions: 
Weight: 
 
Protection against: 
 
 
 
 
 

 
24 VDC/1100 mA NiMh 
120W maximum effect 
Adjustable 0,5-5 sec. Auto adjustment 
40,68 MHz crystal controlled  
100 W/50Ω maximum effect 
167x141x35 mm (L x W x H) incl. rt-outlet 
1,3 kg incl. Batteries 

Electrical shock class II type B. 

This equipment complies with the demands in medical directive 
 

MDD 93/42 EC       
 

 


